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Manual Collet /Nut 
Router Spindle Motors
 
Our motor packages (including the motor, variable frequency drive, collet, nut, and 3 phase 
reactor) are the most competitive in the industry. High torque design with higher horsepower in a 
smaller frame than other competing motors. Plus we have a superior quality copper rotor and a 
superior cooling fan design. Our motors offer minimum working temperatures providing superior 
bearing life. You also benefit from a lower load loss and absorbed current for increased energy 
savings. Our rotors are also dynamically balanced to ISO tolerances.
 
• Most competitive prices on the market
• Sealed for life ABEC 7 spindle grade bearings
• Normally 3-4 bearings per motor
• Spindle speeds to maximum 24,000 RPM - Minimum recommended speed of 7000 RPM 
• Providing drives that accept 220VAC / 1 Ph to output 220VAC / 3Ph to our motors up to 5 HP 
 

 
 
 

Fimec spindle motors
Fimec saw motors
Arbor motors
Tenoner motors
Shaper motors
Custom shaft motors
HSK spindle motors

Compact motors
Blower motors
Wood router spindles
CNC router spindles
Quick tool change spindle
High speed spindle motors
ISO spindle motors

High speed router motors
Automatic tool change spindles
CNC spindle motors
Electro spindles
Custom motor spindles
Industrial router spindles
Machine tool spindles

We supply  all types of motors & spindles
 

Standard Stock & Custom Cutting Tools
 

For a detailed look at our 
motors, visit our website @ 
ekstromcarlson.com/motors



Model Max Horsepower Max Collet Size Weight (lb)
 

SM-CAF46 0.19 • 20000 1/4″ • 53mm dia x 135mm OAL

SM-C43E 0.70 • 24000 1/4″ • 2.5”W x 1.9”T x 8.5”L 4.4

SM2-C54 / SM-C54 LHT 1.34 • 24000 1/2″ • 2.5”W x 3.2”T x 9.7”L  8.8

SAWM-C54 1.34 • 24000 Saw Blade  • 2.5”W x 3.2”T x 9.7”L 8.8

SM2-C73 2 • 18000 5/8″ • 3.2”W x 3.6”T x 10.2”L 15

SM2-C74 2.68 • 24000 5/8″ • 3.2”W x 3.6”T x 10.2”L 15

100mm OD, 3HP Liquid Cooled 3 • 40000 1/2″ • 100mm OD, 220 or 380VACC

SM2-C78 4 • 18000 5/8″ • 3.2”W x 3.6”T x 12.9”L 20

SM2-C79 4 • 24000 5/8″ • 3.2”W x 3.6”T x 12.9”L 20

SM2-C93 6 • 18000 3/4″ • 3.2”W x 4.7”T x 13.0”L 29

SM2-C94 6 • 24000 3/4″ • 3.2”W x 4.7”T x 13.0”L 29

SM2-C98 8 • 18000 3/4″ • 3.2”W x 4.7”T x 14.6”L 35

SM2-C99 7.4 • 24000 3/4″ • 3.2”W x 4.7”T x 14.6”L 35

SM-C9.5 220V 9.5 • 18000 3/4″

SM-C12.7 220V 12.7 • 18000 1″ • 5.7 x6.87 x 18.54 L

 

Contact us for motors between these HP’s

SM-C122 16-18• 18000 (380V / 600Hz) 1″• 6.9”W x 5.7”T x 17.9”L 66.1

 

Typically in stock ready to ship same day
Additional size details are available on our website @ ekstromcarlson.com/motors

• Speed (RPM) • Approx Dimensions


